{Include District Special Provision}

Siope Drains for Exposed Plpes; Slope Drains for Burled Pipes: Seepoge Collars for Buried Pipes:

Use ERCSION CONTROL CURB at guardrall instoliotlons where grodes gre equal to or grecter than 1% ond at Inlets.
2. Use GUARDRAIL AGGREGATE EROSION CONTROL at guardrali Installations where grades are less than 1% (include District Special Provision)

3
4.

Seepage Collors for Expossd Plpes; Concrete Thrust Biocks and Pipe Eibow, .
5. include District Special Provision -"Aggregate Quality” for projects located In the Western Arec of the District - opprox. dividing line Is IL 97,

Include Stote Standords 603001, 609006 or 610001 if appiicable.
Include the foliowing District Codd Standords as needed:
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TYPICAL SECTION WITHOUT EROSION CONTROL CURB

CONTRACT NO. £B530
F.AS.) TDTAL |SHEET
RyE. | SECTION COUNTY SHEETLS N%.
1360 5 BR WOODFORD 33 33

STA, 1113408,00  TO STA. 1120447.00
FED, DD DS K0, . JLLIDIS] FED. AID PROJECT

GENERAL NOTES: EROSION CONTROL CLRB

1. This work shall consist of groding a5 needed, instoling hardware ond
trected fimber boards, fur’nishsng and placing mastic material ond
incidental bituminous surfacing in front of Steel Plate Beam Guardrail
in accordance with Plan Detoils,

2. Timber shall be treaoted in gecordance with Article 1007.12. Al preservatives
specified in the article will be cllowed. Waterborne preservgtives “asq” and
“cca” shall have @ minimum retention of 0,40 Ibs./cu. ft. (6.4 kg/m3)

GENERAL_NOTES: GUARDRAIL AGGREGATE EROSION CONTROL

l. This work shall consist of grading as needed, furnishing and instaling geotextile
fabric ond staoples, and furnishing, plocing ond shaping crushed aggregote around
and behind Steel Plate Beam Guardraoll posts in accordance with Plan Details.

2. Before plocing the aggregate and the Geotextlle Fabric, weeds and grass
shalt be removed from the area to be covered.

3. After the area has been prepared, and in a dry condition, the Geotextile
fabric shall be placed with a 12(300) minimum overlap. A knife cut for
guardrall post Installation is necessary.

4. The oggregate shall be deposited, compacted and shaped by either mechanical
or hond methods, in a manner reasonably true 1o line ond grade.

5. The Contractor shall have the option of plocing the guardrall before or
ofter the Geotextile Faobric and Aggregate are in place. If the guardrall is
placed after the Geotextile Fabric and Aggregote, then any voids must be
flled and the aggregate returned to line and grade,

6. Maoteriols shall meet the foliowing requirements:

A. The crushed cggregate shall be CAl gradaotion in accordance with
Article 1004.0l(c} of the Stondard Specifications.

B. The Geotextile Fabric shall be nonwoven fabric in accordance with
Article 1080.02 of the Standard Speciﬂcoﬁons._

M dimensions are In Inches (millmeters)
untass otherwise noted.
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